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2005 Ford Mustang 


1. The Ford Mustang has been completely redesigned for the 2005 model 
year. The car has enjoyed new styling that is similar to the original Pony 
cars of the 1960's. The new Mustang is available with a V6 or V8 option 
with a rumored 450 horsepower Shelby version due out later this year. 
Engine immobilizer using the Ford Encrypted key (Strattec 599114) is 
standard on all models. Keys can be programmed using the M.V.P., T-Code, 
CodeSeeker, or with an NGS as long as the NGS has the Ford CAN 
programming capability. 


by Michael Hyde & Brook Francisco 


2. The easiest lock to remove on 
the car is the trunk lock. 


Trunk Lock Removal and Disassembly: 
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3. There is a plastic 
cover covering the 
trunk lock and latch. 
There are two screws 
holding on the cover. 


4. Remove them and unsnap the cover and you will have access to the 
trunk lock cylinder. 
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5. There are two large bolts 
holding in the trunk lock. 
Remove them and unsnap the 
linkage cable and the lock can 
be removed. 


6. The trunk lock removed. 
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7. There is a black plastic cover over the face 
cap. Remove the plastic cover cap and pry off 
the face cap. 


8. You can then disengage the spring at the 
rear of the lock and remove the plug. 


9. The trunk lock contains cuts 3 through 8. 
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Door Lock Removal and Disassembly: 


10. The driver side door lock is 
more difficult to remove. 
There is no lock on the 
passenger side. 


11. To remove the door lock you will need to 
pull the panel. 


12. Begin by gently prying off the trim piece behind the 
inside door handle. 
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13. You will 
then be able to 
remove the 
screw that 
holds in the 
inside door 
handle 
assembly. 


14. You can now loosen the inside handle assembly. 
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15. Next, 
remove the 
power window 
switch cover 
and the base. 
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16. You can now remove the bolt behind the base. 


17. Next remove the cover on the inside panel 
behind the hand-pull. 


18. Remove the screw. 
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19. Now you will need to remove the screws 
around the edge of the panel. The first two 
are on the outer edge. 


20. There are four more 
along the bottom. 
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21. The final two screws are located along the forward 
edge of the panel. 


22. Next, loosen the plastic cover that 
surrounds the mirror control. 


23. The plastic ring surrounding the speaker will 
need to come off. Remove it by prying carefully. 
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24. There is a set of screws that encircle the 
speaker that will need to be removed. 


25. The panel can now be removed by pulling 
outward and lifting up. 


26. The panel use's solid plastic 
"Alignment Post's" that will need to fit 
back in their slots when you put the panel 
back on. 


12 • Automotive Edge 
National Locksmith Automobile Association 


27. The panel removed. 


28. The Mustang still uses a solid vertical linkage to the 
button. This car would probably be easy to open with a 
Slim-Jim, but I didn't try. 


29. The door lock is held 
with one bolt. Remove the 
bolt and disconnect the 
linkage and the lock can be 
removed. 
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30. The door lock removed. 
31. The face cap is crimped over at four points. 


32. Pry outward on the crimped spots and the 
face cap can be removed and re-used. 


33. Next, disengage the spring. 
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34. The plug can now be removed, revealing cuts 2-7. 


Glove Box Lock Removal and Disassembly: 


35. The glove box lock is easy to remove but 
only contains 3 cuts, 6-8. 


36. There are two Phillips screws 
holding in the glove box lock. 
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37. After removing the screws 
the lock can be removed. 


38. To remove the cylinder you must 
depress the retainer wafer and pull the 
plug through the front. 


39. The plug 
removed. Note the 
retainer wafer at 
the tip. 
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Ignition Lock Removal and Disassembly: 


40. The ignition lock is similar to many others found on newer Ford, Lincoln and 
Mercury vehicles. It uses an active retainer and interlocking "E" clip. The cylinder must 
be in the "ACCESSORY" position for removal. 


41. You must remove the shroud 
to access the active retainer. 
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42. Remove the two small Torx screws and 
unsnap the shroud. 


43. The cylinder can be removed by depressing the 
active retainer while the cylinder is in the 
"ACCESSORY" position. 


44. The cylinder removed and the 
"E" clip removed. 
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48. Notice this car is using the industry standard "Car- 
Lock" indicator to indicate immobilizer activity. This 
symbol is becoming standard for many vehicle 
manufacturers. 


Key Programming: 


45. The easiest way for lock assembly/disassembly 
is to cut the correct key off at the shoulder. You 
can then service the cylinder easily. 


46. The plug removed. It 
contains cuts 1and 3-8, note 
position #2 is missing. 


47. The 2005 Mustang can be programmed with any of 
the scan tools as long as they support the Ford C.A.N. 
(Controller Area Network) system. 
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Making a Key: 
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